Fahrenheit Inc.

85 Farless Avenue

Old Bridge, New Jersey 08857

Telephone (732) 673- 9318  E-mail: Celcius60@aol.com

	PROPOSAL
	X

	INVOICE
	

	DIAGNOSTIC
	


Today's Date: 8/5/2021

Customer Name: Joe Bayne



	CSS/INVOICE#
CSS31396
	DATE(S) OF SERVICE


	LOCATION

Bldg 356


	JOB DESCRIPTION
replacement and re-piping of back flow preventer along with changing one pressure reducing valve and replacing it with 2 commercial type pressure reducing valves. 1 pressure reducing valve for control of existing hydronic boilers. 1 pressure reducing valve for control of adding water to chiller (separately). Cut out all ¾ lines and drain down system. Completely re-pipe to provide separate feeds. 1 to chill water and 1 to hydronic boiler

	PARTS
1 Watts - 009 312

1 Watts air gap
2 watts commercial pressure reducing valves U5B
all piping materials. Hangers. Isolation valves. Soder. Cetalyn flux and any miscellaneous fittings to put into full operation


	COST
$845.00

$146.50
$843.75 x 2 =$1,687.50
$625.00

	LABOR
1 mechanic 2.5 days 
	COST
$3,000.00


	TAX
	

	TOTAL
	$6,304.00


Thank you for your business


